OPPLE

LIGHTING.

Flood HO

e Up to 40% energy saving compared to HID solutions
e Different optics to illuminate sport pitches (Class II/1Il EN 12193:2018) and @
open areas oAt 110V

e Robust design: full IP66 and IKO8 protection
e Equipped with 1-10V or DALI dimming for further energy saving

e Professional luminaire with special optics for area lighting
e Including IP68 connector for easy connection

e Anodized aluminium heatsink, ideal for coastal environments

Specifications

Effective

Equivalent Power Efficacy CCT wind
Item Code Item Description to (W) W) Lumen (Im/W) (K) area
1-10V
543017043300 LEDFloodHO-P-310W-4000-W HID 500W 310 40000 130 4000 120°x30° 1110cm? 13.47
543017045600 LEDFloodHO-P-310W-4000-N HID 500W 310 40000 130 4000 60° MO cm? 13.47
543017045400 LEDFloodHO-P-310W-4000-XN HID 500W 310 40000 130 4000 25° MO cm? 13.47
543017045000 LEDFloodHO-P-620W-4000-W HID 1000W 620 80000 130 4000 120°x30° 2331cm’® 17.64
543017045100 LEDFloodHO-P-620W-4000-N HID 1000W 620 80000 130 4000 60° 2331cm? 17.64
543017045300 LEDFloodHO-P-620W-4000-XN HID 1000W 620 80000 130 4000 25° 2331cm? 17.64
543017013300 LEDFloodHO-P-310W-5700-W HID 500W 310 40000 130 5700 120°x30° 1M0cm? 13.47
543017013200 LEDFloodHO-P-310W-5700-N HID 500W 310 40000 130 5700 60° MO cm? 13.47
543017013100 LEDFloodHO-P-310W-5700-XN HID 500W 310 40000 130 5700 25° MO cm? 13.47
543017012700 LEDFloodHO-P-620W-5700-W HID 1000W 620 80000 130 5700 120°x30° 2331cm® 17.64
543017012600 LEDFloodHO-P-620W-5700-N HID 1000W 620 80000 130 5700 60° 2331cm? 17.64
543017012500 LEDFloodHO-P-620W-5700-XN HID 1000W 620 80000 130 5700 25° 2331cm?® 17.64

By default 1-10V dimmable. Available on request with DALI dimming.

310W version standard including bracket. 620W version standard without bracket. 1240W versions available by combining two 620W modules and
the mounting kit-4mod accessory.

For more technical information, please go to the appendix.

Accessories
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543098006000 543098005800 543098005900

LEDFloodHO-P-MountingKit-2Mod LEDFloodHO-P-MountingKit-4Mod LEDFloodHO-P-SafetyCable
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https://www.opple.eu/en/qr/FL_HO
https://opple.eu/en/pid/543017043300
https://opple.eu/en/pid/543017043300
https://opple.eu/en/pid/543017045600
https://opple.eu/en/pid/543017045600
https://opple.eu/en/pid/543017045400
https://opple.eu/en/pid/543017045400
https://opple.eu/en/pid/543017045000
https://opple.eu/en/pid/543017045000
https://opple.eu/en/pid/543017045100
https://opple.eu/en/pid/543017045100
https://opple.eu/en/pid/543017045300
https://opple.eu/en/pid/543017045300
https://opple.eu/en/pid/543017013300
https://opple.eu/en/pid/543017013300
https://opple.eu/en/pid/543017013200
https://opple.eu/en/pid/543017013200
https://opple.eu/en/pid/543017013100
https://opple.eu/en/pid/543017013100
https://opple.eu/en/pid/543017012700
https://opple.eu/en/pid/543017012700
https://opple.eu/en/pid/543017012600
https://opple.eu/en/pid/543017012600
https://opple.eu/en/pid/543017012500
https://opple.eu/en/pid/543017012500
https://opple.eu/en/pid/543098006000
https://opple.eu/en/pid/543098005800
https://opple.eu/en/pid/543098005900

Electrical Supply YEARS
Lifetime (L70) 100,000 h Frequency 50/60 Hz WARRANTY
Lifetime (L8O) 70,000 h Nominal voltage 220~240 V AC
On-/Off-cycles 100,000 DC input voltage See catalogue appendix
Colour consistency (SDCM) 6 Connection
Dimmability 1-10V Specifications @5 C €
Finishing Black 230V Cable length Tm
Colour rendering index (CRI) >70
Degree of protection (IP) IP66 Mechanical Properties
Impact strength KO8 Housing material Aluminium W
Protection class | Optical material Polycarbonate
Risk group (EN 62471) RGO Cover material Polycarbonate
With control gear Yes Coastal proof Yes
Glow wire test 850°C
Driver failure rate (at 5,000 hrs) <0.5%

Power factor >0.9 Operating temperature -30~+50°C
Surge protection 6 kV Application temperature +25°C
Storage environment -30~+60°C

Dimensional Drawing (mm)
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Check our website for more detailed product specifications and terms & conditions.
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